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Input voltage 100- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 0.6 A
Output power 7.2 W
Average active efficiency 80.26 %
Efficiency at low load (10 %) %
No- load power consumption 0.06 W

844-490V80

Input voltage 100- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 1.0 A
Output power 12 W
Average active efficiency 83.90 %
Efficiency at low load (10 %) %
No- load power consumption 0.06 W

844-488V80
844-492V80
844-493V80
844-529V80

Input voltage 100- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 1.25 A
Output power 15 W
Average active efficiency 85.15 %
Efficiency at low load (10 %) %
No- load power consumption 0.05 W

844-489V80
844-494V80
844-531V80
844-532V80

Input voltage 100- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 2.0 A
Output power 24 W
Average active efficiency 89.20 %
Efficiency at low load (10 %) %
No- load power consumption 0.07 W

844-535V80
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Input voltage 100- 120 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 2.5 A
Output power 30 W
Average active efficiency 88.41 %
Efficiency at low load (10 %) %
No- load power consumption 0.06 W

844-534V80

Input voltage 100- 120 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 3.0 A
Output power 36 W
Average active efficiency 88.51 %
Efficiency at low load (10 %) %
No- load power consumption 0.06 W

844-530V80

Input voltage 220- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 1.0 A
Output power 12 W
Average active efficiency 83.10

77.10
%

Efficiency at low load (10 %) %
No- load power consumption 0.06 W

844-492V70
844-493V70
844-492V90

Input voltage 220- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 1.25 A
Output power 15 W
Average active efficiency 85.55

78.94
%

Efficiency at low load (10 %) %
No- load power consumption 0.08 W

844-489V70
844-489V90
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Input voltage 220- 240 V
Input AC frequency 50/60 Hz
Output voltage 12 V
Output current 2.0 A
Output power 24 W
Average active efficiency 89.86

86.81
%

Efficiency at low load (10 %) %
No- load power consumption 0.08 W

844-533V90
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